
Portable 2000A Digital Primary 
Current Injector Test Device HZ5372 
 

Features 
 
 Manual control, digital display of 
input voltage and output current.  
 Movable structure, current output is 
adjustable.  
 With timer to timing the action time 
of circuit breaker.  
 Zero start function to prevent the 
test objects from damage caused by 
high current impulse. The equipment 
only can be started from zero.  
 Impulse selection function. The 
required current can be output directly 
without zero protection function when 

making quick-break testing for circuit breaker.  
 Suitable for all kinds of circuit breaker, switchgear, current relay.  
 Easy use and maintenance. 

  
Data 
 
(1)Name：HZ5372 High Current Injection Test Device 
(2)Environmental groups: belong to GB6587.1-86 in "electronic measuring instrument 
test master plan" Ⅲ group instrument (can be used in outdoor environment). 
2. 1 Capacity：10KVA 
2. 2 Current： AC0～2000A Stepless adjustable, panel with digital display ammeter 
2. 3 Voltage： (5V) 
2. 4  Weight: About 140kg 
 
Panel Shows 
 
1. Operating power switch: press the switch ammeter and the control circuit to start 
work. 
2. Output adjustment knob: after starting the test, the adjustment knob outputs current 
from the "L1" and "L2" ends. 
3. Primary ammeter: monitors the output current value of "L1 and L2" end. 
4. Secondary ammeter: monitoring  input current value"K1, K2" end（≤5A） 
  
Operational Instructions 
 
I)Variable ratio test 

 Before the power cord is connected, first adjust the "current adjustment" handle 
counterclockwise to zero. The current output end is connected to the primary 
side of the current transformer under test and connected to the ammeter of the 
equipment at the secondary side of the current transformer under test. 

 After power ON, close the instrument after the power switch to "power control" 
switch "ON" position, then clockwise (" current "handle, bring up the required 



output current, can characteristic test was carried out ON the equipment under 
test (an ammeter displays a current value at this time, the secondary current 
meter display at this time of the secondary current, according to the primary and 
secondary current value can be calculated the change of the measured 
transformer ratio). 

 If the selector switch is pulled to the series, the L2 and L3 should be shorted, 
and the output terminals are L1 and L4. The output current is 500A. 

 If the selector switch is selected to the parallel gear, L1 and L2 should be 
shorted, L3 and L4 shorted, the output terminals are L1 and L3 or L2 and L4, 
and the output current is 1000A. 

 During impact test, the required current shall be adjusted first, and the "impact" 
switch shall be pressed to power off the equipment, and the power shall be 
released to make impact test on the tested equipment. 

 


